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SUPERSEDING
AMENDMENT1

MILITARY SPECIFICATION

DELAY LINES, ACTIVE

GENERAL SPECIFICATION FOR

This amendment forms a part of
and is approved for use by a11
ment of Defense.

* Standards,Mi1itary, delete “MIL-STD-105 -

Add the followingnew paragraph:

MIL-D-83532A,dated 30 December 1991,
Departments and Agenciesof the Depart-

PAGE 2

SamplingProcedures
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5 February 1993

,,

and Tables for Inspection by Attributes.”

this specification are consideredto be ESD‘3.3.4.1ESD identifier/index mark. Delay 1ines supplied to
class 1 devicessusceptibleto ESD voltagesof O to 1,999volts. Delay”1ines shal1 be marked on top, over
pin 1, with a single equilateraltriangle(A) ESD identifier(see 3.20.2c).”
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Add the followingnew paragraph:

“3.4.6.2 Menisc~s. Leads sha11 be free of case meniscusand other foreignmaterialand shal1 be
solderablefor a minimum of .010 inch (0.25 mn) above the seatingplane of the delay 1inc.”
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3.20.2, delete and substitute the following:

“3.20.2 Part markin
d(exceptitem c wlt t e

a.

b.

c.

d.

e.

JANmarking (see

PIN (See 1.2.1).

Delay 1i nes shal 1 be marked on the top in accordance with method 1 of MIL-STD-1285
following, as a minimum:

3.20.1).

ESD identifier/indexnwk. The mark sha 11 be in accordance with 3.3.4.1 herein. The MI L-STD-1285
ESD mark shall not be used.

Manufacturer’s source code or logo.

Date of manufacturer’s code. ”

AMSC N/A lof3
DISTRIBUTIONSTATEMENTA. Approved for public release;distributionis unlimited.

FSC 5999

Source: https://assist.dla.mil -- Downloaded: 2016-11-25T20:55Z
Check the source to verify that this is the current version before use.



MIL-O-83532A
AMENDMENT2

PAGE 11

* 4.5.1.2.1,deleteand substitute:

“4.5.1.2.1 Samplinq p Ian. Each delay 1i ne offered for inspection sha11 be subjetted to the tests in
subgroup1. Lots havingmore than 5 percenttota1 rejects sha11 not be furnishedon the contracts. Delay
linesout of specificationlimitsshall not be shippedwith the lot. For subgroup 2, a sample of parts
shal 1 be randomly selected in accordance with table 11a. lf one or mre defects are found, the lot sha 11 be
rescreened and the defective parts renmved. After screeningand removalof defectiveparts, a new sanpleof
Darts sha11 be randomlvselectedin accordancewith table I Ia. If one or nwe defectsare found in the
k.econdsample,the lot-shal1 be rejectedand shal1 not be suppliedto this specification.”
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* TABLE 11, deleteand substitutethe following:

w TABLE II. Group A inspection.

Inspection

SubqroupI

Therms1 shock (15 cycles)
Sea1
Delay time
Rise time
DC character st i cs

Subco-oupII

Delay tins?at temperature
extremes

Dimensions
Visual inspection

Requirement
paragraph

3.16
3.10
3.11.1
3.11.2
3.11.4

3.11.3
3.5.1
3.5.2

Test method
paragraph

4.6.14
4.6.8

4.6.9.1.1
4.6.9.1.2
4.6.9.1.4

4.6.9.1.3
4.6.2
4.6.3

Samp1ing
plan —

100 percent
inspection

See
table IIa

* 4.5.1.2.2, delete in its entirety.

* 4.5.1.2.3, renumber as 4.5.1.2.2.

* Add the following new table lIa:

“ TABLE IIa. GroupA, subaroupII inspectionsanu)linq plan.

Lot size

1 to 13
14 to 150

151 to 280
281 to 500
501 to 1,200

1,201 to 3,200
3,201 to 10,000

10,001 to 35,000

“

Sample size

60
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TABLE III, delete and substitutethe following:

“ TABLE II1. Group B inspection.

Inspection

SubtaroupI (4 units)

Resistanceto solvents
Solderabi1ity
Salt spray (metalcases only)
Shock
Electricalcharacteristics

Subqroup II (4 units) “

Life
Terminalstrength
Electricalcharacteristics

Requirement
paragraph

3.7
3.6
3.12
3.14
3.11

3.18
3.9
3.11

Test method
paragraph

4.6.5
4.6.4
4.6.10
4.6.12
4.6.9

4.6.16
4.6.7
4.6.9

“

PAGE 13

4.5.2.1.1,delete and substitutethe following:

“4.5.2.1.1SamplinaP lan. Every 12 months, eight sample units of any total delay value of each
specificationsheet producedduring the 3-nmnthperiod prior to the annual inspectionshal1 be subjectedto
the group B inspection. If, during a 12-monthperiod,qualificationtestinghas been successful1y completed
on delay 1ines coveredby extent of qua 1ification (see 4.4.4), the group B inspectionfor that 12-mnth
periodmay be omitted.”

The margins of this amendment are marked with an asterisk or (vertical 1ines) to indicate where changes
(additions, modif i cat ions,corrections,deletions)from the previousamendmentwere made. This was done
as a convenienceonly and the Governmentassumes no 1iabi1ity whatsoeverfor any inaccuraciesin these
notations. Bidders and contractorsare tautioned to evaluatethe requirementsof this documentbased on
the entire content irrespectiveof the marginal notationsand relationshipto the last previous issue.

CONCLUDINGMATERIAL

Custodians:
Ar~ - ER
Navy - EC
Air Force - 85

Review activities:
Navy - AS, CG, MC, SH
Air Force - 19, 99
LILA- ES

Preparing act ivity:
Air Force -85

Agent:
DLA - ES
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